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Disposal Requirements
The batteries supplied with the controller are marked with this symbol.

This means that the batteries shall not be mixed with unsorted household waste.

If a chemical symbol is printed beneath the symbol, this chemical symbol means that
the battery contains a heavy metal above a certain concentration.

Possible chemical symbols are:
n Pb: lead (>0,004%)

Waste batteries must be treated at a specialized treatment facility for re-use. By ensuring correct
disposal, you will help to prevent potential negative consequences for the environment and human
health. Please contact your local authority for more information.

Battery

1) Type: AAA.R03
2) Quantity: 2 pieces
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Paristo

Jätteenkäsittelyvaatimukset

1)     Tyyppi: AAA.R03
2)     Määrä: 2 kpl

Ohjaimen mukana toimitetut paristot on merkitty tällä symbolilla.
Tämä tarkoittaa sitä, että paristoja ei saa laittaa lajittelemattoman talousjätteen joukkoon.
Jos symbolin alla on kemiallinen symboli, se tarkoittaa sitä, että paristo sisältää tietyn 
pitoisuuden ylittävän määrän raskasmetallia.
Mahdollisia kemiallisia symboleja ovat seuraavat:
n Pb: lyijy (>0,004 %)

Käytetyt paristot on käsiteltävä erityisessä laitoksessa uudelleenkäyttöä varten. Suojele ympäristöä 
ja ihmisten terveyttä varmistamalla asianmukainen hävittäminen. Pyydä lisätietoja paikallisilta 
viranomaisilta.
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NO KEY FUNCTION

1. MODE Select operating Modes control (Cool/ Heat/ Auto/ Dry/ Fan)

2. TURBO Activate/deactivate Turbo function

3. SWING Activate/deactivate Swing control
Hold Key to change Swing Mode

4. QUIET Activate/deactivate Quiet function

5. SET TEMP UP Increase set temperature in °C or °F

6. SET TEMP DOWN Decrease set temperature in °C or °F

7. SLEEP Activate/deactivate Sleep function

8. OFF TIMER Enable/disable the Event 1 and 2 OFF TIMER setting mode

9. ON TIMER Enable/disable the Event 1 and 2 ON TIMER setting mode

10. DELAY TIMER Activate/deactivate delay timer

11. FAN Select Fan speeds control (Auto/ High/ Med/ Low)

12. ON/OFF On/Off the unit with overriding all the timer settings

13. REAL TIME CLOCK (RTC) Enable/disable the Real Time Clock (RTC) setting mode

NOTE:
Turbo and quiet function are for selected models only.
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ARCWB Controller Indication
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Nro Näppäin Toiminto

1. MODE (toimintatila) Toimintatilan valinta (jäähdytys/lämmitys/Auto/kosteudenpoisto/puhallin)

2. TURBO Turbo-toimintatilan ottaminen käyttöön / poistaminen käytöstä

3. SWING (keinunta) Ota käyttöön / poista käytöstä keinunta. Vaihda keinuntatilaa pitämällä näppäintä painettuna

4. QUIET (hiljainen) Hiljaisen toimintatilan ottaminen käyttöön / poistaminen käytöstä

5. ASETUSLÄMPÖTILAN NOSTAMINEN Nosta asetuslämpötilaa, °C tai °F

6. ASETUSLÄMPÖTILAN LASKEMINEN Laske asetuslämpötilaa, °C tai °F

7. SLEEP (yötoiminto) Yötoimintatilan ottaminen käyttöön / poistaminen käytöstä

8. OFF TIMER (ajastettu poiskytkentä) Ota käyttöön / poista käytöstä Toiminnan 1 ja 2 OFF TIMER -asetustila

9. ON TIMER (ajastettu päällekytkentä) Ota käyttöön / poista käytöstä Toiminnan 1 ja 2 ON TIMER -asetustila

10. DELAY TIMER (viiveajastin) Ota käyttöön / poista käytöstä viiveajastin

11. FAN (puhallin) Valitse puhaltimen nopeus (Auto/nopea/keski/hidas)

12. ON/OFF (päälle/pois) Yksikön kytkentä päälle ja pois, ohittaa kaikki ajastinasetukset

13. REAL TIME CLOCK (RTC) (reaaliaikakello) Ottaa käyttöön tai poistaa käytöstä reaaliaikakellon asetustilan

Huomautus:
Turbo- ja hiljainen-toimintatila koskee vain tiettyjä malleja.

ii

ARCWB OHJAUKSEN MERKKIVALOT



1.1	 MODE (KÄYTTÖTILA)-painike
Painamalla MODE (KÄYTTÖTILA)-painiketta toiminta vaihtuu seuraavien välillä COOL, HEAT*, AUTO*, DRY*, 
FAN (jäähdytys, lämmitys, auto, kosteudenpoisto, puhallin). Näet näytöstä, mikä ohjauksen käyttötila on 
käytössä. *HEAT, AUTO ja DRY ovat käytettävissä vain tietyissä malleissa.

1.2	 TURBO-puhallinnopeus
	 Ota Turbo-puhallinnopeus käyttöön painamalla TURBO-näppäintä kerran. Turbo-symboli näkyy näytössä. 

Lopeta Turbo-puhallinnopeuden käyttö ja palauta aiempi puhallinnopeus painamalla Turbo-näppäintä 
uudelleen. Turbo-tila poistuu käytöstä, kun käyttäjä painaa FAN (puhallin)- tai QUIET (hiljainen) -painiketta 
tai sammuttaa yksikön. Nopeus on käytettävissä vain jäähdytys- ja lämmitystoiminnassa tietyissä malleissa.

1.3	 Automaattinen air swing -toiminto
•	 Paina SWING 
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1.1 MODE Button
 Press the MODE button to switch operation from COOL, HEAT*, AUTO*, DRY*, FAN. Check the 
display to see in which mode the control is set. *HEAT, AUTO and DRY are available for selected 
models only.

1.2 TURBO Fan Speed
 Press the TURBO key once to activate Turbo fan speed. Turbo symbol will be shown. To disable Turbo 
fan speed and back to previous fan speed, press the Turbo key once again. If user presses the FAN 
button or QUIET button or turn off the unit, the turbo speed will be disabled. This speed is only valid 
during COOL and HEAT mode for selected models.

1.3 Automatic air swing
Press the SWING  button to activate the automatic air swing function.
 To distribute the air to a specific direction, press the SWING  button and wait until the louver 
move to the desired direction and press the button once again.

 Swing mode selection method (for cassette E model)
 Press SWING ( ) button for 4 seconds to enter field setting mode. While in field setting mode, it 
will only show SWING MODE ( ).
 Press temperature  and  button to select SWING MODE ( ) rotation from Swing Mode 1 to 
Swing Mode 3.
There are 3 different SWING MODE, which are:

Swing mode 1 Swing mode 2 Swing mode 3
SWING MODE will not activate unless SWING is activated. 
Swing is indicated by the logo: 
 If no mode changes within 4 seconds, unit will operate according to the selected SWING MODE ( ).

1.4 QUIET Fan Speed
 Press the QUIET key once to activate Quiet fan speed. QUIET symbol will be shown. To disable Quiet 
fan speed and back to previous fan speed, press the QUIET key again. If user presses the FAN button 
or TURBO button or turn off the unit, the quiet speed will be disabled. This speed is only valid during 
COOL and HEAT mode for selected models.

1.5 “ ” or “ ” Set Temperature Button 
 Press the temperature button and set the temperature of your choice by pressing “ ” or “ ” button 
once, temperature changes by 1°C or 1°F. The default temperature setting range is from 16°C to 30°C 
(60°F to 86°F). When the Option 20 - 30ºC is set, the temperature range limit is set to 20ºC to 30ºC 
(68°F to 86°F). Pressing both keys simultaneously will toggle the temperature setting between ºC 
and ºF. No temperature setting is allowed during FAN mode (No set temp display). There is no room 
temperature display.

1.6 SLEEP Function
 Press the SLEEP button to activate the sleep mode. SLEEP function is not available in DRY mode 
and FAN mode.

1.7 “ON TIMER” and “OFF TIMER”
 The unit has 2-event timer, namely Timer 1 and Timer 2, each event has an ON TIMER and an OFF 
TIMER. The key press activity for Timer ON and Timer OFF is shown on Table 1.1
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1.1 MODE Button
 Press the MODE button to switch operation from COOL, HEAT*, AUTO*, DRY*, FAN. Check the 
display to see in which mode the control is set. *HEAT, AUTO and DRY are available for selected 
models only.

1.2 TURBO Fan Speed
 Press the TURBO key once to activate Turbo fan speed. Turbo symbol will be shown. To disable Turbo 
fan speed and back to previous fan speed, press the Turbo key once again. If user presses the FAN 
button or QUIET button or turn off the unit, the turbo speed will be disabled. This speed is only valid 
during COOL and HEAT mode for selected models.

1.3 Automatic air swing
Press the SWING  button to activate the automatic air swing function.
 To distribute the air to a specific direction, press the SWING  button and wait until the louver 
move to the desired direction and press the button once again.

 Swing mode selection method (for cassette E model)
 Press SWING ( ) button for 4 seconds to enter field setting mode. While in field setting mode, it 
will only show SWING MODE ( ).
 Press temperature  and  button to select SWING MODE ( ) rotation from Swing Mode 1 to 
Swing Mode 3.
There are 3 different SWING MODE, which are:

Swing mode 1 Swing mode 2 Swing mode 3
SWING MODE will not activate unless SWING is activated. 
Swing is indicated by the logo: 
 If no mode changes within 4 seconds, unit will operate according to the selected SWING MODE ( ).

1.4 QUIET Fan Speed
 Press the QUIET key once to activate Quiet fan speed. QUIET symbol will be shown. To disable Quiet 
fan speed and back to previous fan speed, press the QUIET key again. If user presses the FAN button 
or TURBO button or turn off the unit, the quiet speed will be disabled. This speed is only valid during 
COOL and HEAT mode for selected models.

1.5 “ ” or “ ” Set Temperature Button 
 Press the temperature button and set the temperature of your choice by pressing “ ” or “ ” button 
once, temperature changes by 1°C or 1°F. The default temperature setting range is from 16°C to 30°C 
(60°F to 86°F). When the Option 20 - 30ºC is set, the temperature range limit is set to 20ºC to 30ºC 
(68°F to 86°F). Pressing both keys simultaneously will toggle the temperature setting between ºC 
and ºF. No temperature setting is allowed during FAN mode (No set temp display). There is no room 
temperature display.

1.6 SLEEP Function
 Press the SLEEP button to activate the sleep mode. SLEEP function is not available in DRY mode 
and FAN mode.

1.7 “ON TIMER” and “OFF TIMER”
 The unit has 2-event timer, namely Timer 1 and Timer 2, each event has an ON TIMER and an OFF 
TIMER. The key press activity for Timer ON and Timer OFF is shown on Table 1.1
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1.1 MODE Button
 Press the MODE button to switch operation from COOL, HEAT*, AUTO*, DRY*, FAN. Check the 
display to see in which mode the control is set. *HEAT, AUTO and DRY are available for selected 
models only.

1.2 TURBO Fan Speed
 Press the TURBO key once to activate Turbo fan speed. Turbo symbol will be shown. To disable Turbo 
fan speed and back to previous fan speed, press the Turbo key once again. If user presses the FAN 
button or QUIET button or turn off the unit, the turbo speed will be disabled. This speed is only valid 
during COOL and HEAT mode for selected models.

1.3 Automatic air swing
Press the SWING  button to activate the automatic air swing function.
 To distribute the air to a specific direction, press the SWING  button and wait until the louver 
move to the desired direction and press the button once again.

 Swing mode selection method (for cassette E model)
 Press SWING ( ) button for 4 seconds to enter field setting mode. While in field setting mode, it 
will only show SWING MODE ( ).
 Press temperature  and  button to select SWING MODE ( ) rotation from Swing Mode 1 to 
Swing Mode 3.
There are 3 different SWING MODE, which are:

Swing mode 1 Swing mode 2 Swing mode 3
SWING MODE will not activate unless SWING is activated. 
Swing is indicated by the logo: 
 If no mode changes within 4 seconds, unit will operate according to the selected SWING MODE ( ).

1.4 QUIET Fan Speed
 Press the QUIET key once to activate Quiet fan speed. QUIET symbol will be shown. To disable Quiet 
fan speed and back to previous fan speed, press the QUIET key again. If user presses the FAN button 
or TURBO button or turn off the unit, the quiet speed will be disabled. This speed is only valid during 
COOL and HEAT mode for selected models.

1.5 “ ” or “ ” Set Temperature Button 
 Press the temperature button and set the temperature of your choice by pressing “ ” or “ ” button 
once, temperature changes by 1°C or 1°F. The default temperature setting range is from 16°C to 30°C 
(60°F to 86°F). When the Option 20 - 30ºC is set, the temperature range limit is set to 20ºC to 30ºC 
(68°F to 86°F). Pressing both keys simultaneously will toggle the temperature setting between ºC 
and ºF. No temperature setting is allowed during FAN mode (No set temp display). There is no room 
temperature display.

1.6 SLEEP Function
 Press the SLEEP button to activate the sleep mode. SLEEP function is not available in DRY mode 
and FAN mode.

1.7 “ON TIMER” and “OFF TIMER”
 The unit has 2-event timer, namely Timer 1 and Timer 2, each event has an ON TIMER and an OFF 
TIMER. The key press activity for Timer ON and Timer OFF is shown on Table 1.1
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1.1 MODE Button
 Press the MODE button to switch operation from COOL, HEAT*, AUTO*, DRY*, FAN. Check the 
display to see in which mode the control is set. *HEAT, AUTO and DRY are available for selected 
models only.

1.2 TURBO Fan Speed
 Press the TURBO key once to activate Turbo fan speed. Turbo symbol will be shown. To disable Turbo 
fan speed and back to previous fan speed, press the Turbo key once again. If user presses the FAN 
button or QUIET button or turn off the unit, the turbo speed will be disabled. This speed is only valid 
during COOL and HEAT mode for selected models.

1.3 Automatic air swing
Press the SWING  button to activate the automatic air swing function.
 To distribute the air to a specific direction, press the SWING  button and wait until the louver 
move to the desired direction and press the button once again.

 Swing mode selection method (for cassette E model)
 Press SWING ( ) button for 4 seconds to enter field setting mode. While in field setting mode, it 
will only show SWING MODE ( ).
 Press temperature  and  button to select SWING MODE ( ) rotation from Swing Mode 1 to 
Swing Mode 3.
There are 3 different SWING MODE, which are:

Swing mode 1 Swing mode 2 Swing mode 3
SWING MODE will not activate unless SWING is activated. 
Swing is indicated by the logo: 
 If no mode changes within 4 seconds, unit will operate according to the selected SWING MODE ( ).

1.4 QUIET Fan Speed
 Press the QUIET key once to activate Quiet fan speed. QUIET symbol will be shown. To disable Quiet 
fan speed and back to previous fan speed, press the QUIET key again. If user presses the FAN button 
or TURBO button or turn off the unit, the quiet speed will be disabled. This speed is only valid during 
COOL and HEAT mode for selected models.

1.5 “ ” or “ ” Set Temperature Button 
 Press the temperature button and set the temperature of your choice by pressing “ ” or “ ” button 
once, temperature changes by 1°C or 1°F. The default temperature setting range is from 16°C to 30°C 
(60°F to 86°F). When the Option 20 - 30ºC is set, the temperature range limit is set to 20ºC to 30ºC 
(68°F to 86°F). Pressing both keys simultaneously will toggle the temperature setting between ºC 
and ºF. No temperature setting is allowed during FAN mode (No set temp display). There is no room 
temperature display.

1.6 SLEEP Function
 Press the SLEEP button to activate the sleep mode. SLEEP function is not available in DRY mode 
and FAN mode.

1.7 “ON TIMER” and “OFF TIMER”
 The unit has 2-event timer, namely Timer 1 and Timer 2, each event has an ON TIMER and an OFF 
TIMER. The key press activity for Timer ON and Timer OFF is shown on Table 1.1
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1.1 MODE Button
 Press the MODE button to switch operation from COOL, HEAT*, AUTO*, DRY*, FAN. Check the 
display to see in which mode the control is set. *HEAT, AUTO and DRY are available for selected 
models only.

1.2 TURBO Fan Speed
 Press the TURBO key once to activate Turbo fan speed. Turbo symbol will be shown. To disable Turbo 
fan speed and back to previous fan speed, press the Turbo key once again. If user presses the FAN 
button or QUIET button or turn off the unit, the turbo speed will be disabled. This speed is only valid 
during COOL and HEAT mode for selected models.

1.3 Automatic air swing
Press the SWING  button to activate the automatic air swing function.
 To distribute the air to a specific direction, press the SWING  button and wait until the louver 
move to the desired direction and press the button once again.

 Swing mode selection method (for cassette E model)
 Press SWING ( ) button for 4 seconds to enter field setting mode. While in field setting mode, it 
will only show SWING MODE ( ).
 Press temperature  and  button to select SWING MODE ( ) rotation from Swing Mode 1 to 
Swing Mode 3.
There are 3 different SWING MODE, which are:

Swing mode 1 Swing mode 2 Swing mode 3
SWING MODE will not activate unless SWING is activated. 
Swing is indicated by the logo: 
 If no mode changes within 4 seconds, unit will operate according to the selected SWING MODE ( ).

1.4 QUIET Fan Speed
 Press the QUIET key once to activate Quiet fan speed. QUIET symbol will be shown. To disable Quiet 
fan speed and back to previous fan speed, press the QUIET key again. If user presses the FAN button 
or TURBO button or turn off the unit, the quiet speed will be disabled. This speed is only valid during 
COOL and HEAT mode for selected models.

1.5 “ ” or “ ” Set Temperature Button 
 Press the temperature button and set the temperature of your choice by pressing “ ” or “ ” button 
once, temperature changes by 1°C or 1°F. The default temperature setting range is from 16°C to 30°C 
(60°F to 86°F). When the Option 20 - 30ºC is set, the temperature range limit is set to 20ºC to 30ºC 
(68°F to 86°F). Pressing both keys simultaneously will toggle the temperature setting between ºC 
and ºF. No temperature setting is allowed during FAN mode (No set temp display). There is no room 
temperature display.

1.6 SLEEP Function
 Press the SLEEP button to activate the sleep mode. SLEEP function is not available in DRY mode 
and FAN mode.

1.7 “ON TIMER” and “OFF TIMER”
 The unit has 2-event timer, namely Timer 1 and Timer 2, each event has an ON TIMER and an OFF 
TIMER. The key press activity for Timer ON and Timer OFF is shown on Table 1.1
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1.1 MODE Button
 Press the MODE button to switch operation from COOL, HEAT*, AUTO*, DRY*, FAN. Check the 
display to see in which mode the control is set. *HEAT, AUTO and DRY are available for selected 
models only.

1.2 TURBO Fan Speed
 Press the TURBO key once to activate Turbo fan speed. Turbo symbol will be shown. To disable Turbo 
fan speed and back to previous fan speed, press the Turbo key once again. If user presses the FAN 
button or QUIET button or turn off the unit, the turbo speed will be disabled. This speed is only valid 
during COOL and HEAT mode for selected models.

1.3 Automatic air swing
Press the SWING  button to activate the automatic air swing function.
 To distribute the air to a specific direction, press the SWING  button and wait until the louver 
move to the desired direction and press the button once again.

 Swing mode selection method (for cassette E model)
 Press SWING ( ) button for 4 seconds to enter field setting mode. While in field setting mode, it 
will only show SWING MODE ( ).
 Press temperature  and  button to select SWING MODE ( ) rotation from Swing Mode 1 to 
Swing Mode 3.
There are 3 different SWING MODE, which are:

Swing mode 1 Swing mode 2 Swing mode 3
SWING MODE will not activate unless SWING is activated. 
Swing is indicated by the logo: 
 If no mode changes within 4 seconds, unit will operate according to the selected SWING MODE ( ).

1.4 QUIET Fan Speed
 Press the QUIET key once to activate Quiet fan speed. QUIET symbol will be shown. To disable Quiet 
fan speed and back to previous fan speed, press the QUIET key again. If user presses the FAN button 
or TURBO button or turn off the unit, the quiet speed will be disabled. This speed is only valid during 
COOL and HEAT mode for selected models.

1.5 “ ” or “ ” Set Temperature Button 
 Press the temperature button and set the temperature of your choice by pressing “ ” or “ ” button 
once, temperature changes by 1°C or 1°F. The default temperature setting range is from 16°C to 30°C 
(60°F to 86°F). When the Option 20 - 30ºC is set, the temperature range limit is set to 20ºC to 30ºC 
(68°F to 86°F). Pressing both keys simultaneously will toggle the temperature setting between ºC 
and ºF. No temperature setting is allowed during FAN mode (No set temp display). There is no room 
temperature display.

1.6 SLEEP Function
 Press the SLEEP button to activate the sleep mode. SLEEP function is not available in DRY mode 
and FAN mode.

1.7 “ON TIMER” and “OFF TIMER”
 The unit has 2-event timer, namely Timer 1 and Timer 2, each event has an ON TIMER and an OFF 
TIMER. The key press activity for Timer ON and Timer OFF is shown on Table 1.1
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1.1 MODE Button
 Press the MODE button to switch operation from COOL, HEAT*, AUTO*, DRY*, FAN. Check the 
display to see in which mode the control is set. *HEAT, AUTO and DRY are available for selected 
models only.

1.2 TURBO Fan Speed
 Press the TURBO key once to activate Turbo fan speed. Turbo symbol will be shown. To disable Turbo 
fan speed and back to previous fan speed, press the Turbo key once again. If user presses the FAN 
button or QUIET button or turn off the unit, the turbo speed will be disabled. This speed is only valid 
during COOL and HEAT mode for selected models.

1.3 Automatic air swing
Press the SWING  button to activate the automatic air swing function.
 To distribute the air to a specific direction, press the SWING  button and wait until the louver 
move to the desired direction and press the button once again.

 Swing mode selection method (for cassette E model)
 Press SWING ( ) button for 4 seconds to enter field setting mode. While in field setting mode, it 
will only show SWING MODE ( ).
 Press temperature  and  button to select SWING MODE ( ) rotation from Swing Mode 1 to 
Swing Mode 3.
There are 3 different SWING MODE, which are:

Swing mode 1 Swing mode 2 Swing mode 3
SWING MODE will not activate unless SWING is activated. 
Swing is indicated by the logo: 
 If no mode changes within 4 seconds, unit will operate according to the selected SWING MODE ( ).

1.4 QUIET Fan Speed
 Press the QUIET key once to activate Quiet fan speed. QUIET symbol will be shown. To disable Quiet 
fan speed and back to previous fan speed, press the QUIET key again. If user presses the FAN button 
or TURBO button or turn off the unit, the quiet speed will be disabled. This speed is only valid during 
COOL and HEAT mode for selected models.

1.5 “ ” or “ ” Set Temperature Button 
 Press the temperature button and set the temperature of your choice by pressing “ ” or “ ” button 
once, temperature changes by 1°C or 1°F. The default temperature setting range is from 16°C to 30°C 
(60°F to 86°F). When the Option 20 - 30ºC is set, the temperature range limit is set to 20ºC to 30ºC 
(68°F to 86°F). Pressing both keys simultaneously will toggle the temperature setting between ºC 
and ºF. No temperature setting is allowed during FAN mode (No set temp display). There is no room 
temperature display.

1.6 SLEEP Function
 Press the SLEEP button to activate the sleep mode. SLEEP function is not available in DRY mode 
and FAN mode.

1.7 “ON TIMER” and “OFF TIMER”
 The unit has 2-event timer, namely Timer 1 and Timer 2, each event has an ON TIMER and an OFF 
TIMER. The key press activity for Timer ON and Timer OFF is shown on Table 1.1
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1.1 MODE Button
 Press the MODE button to switch operation from COOL, HEAT*, AUTO*, DRY*, FAN. Check the 
display to see in which mode the control is set. *HEAT, AUTO and DRY are available for selected 
models only.

1.2 TURBO Fan Speed
 Press the TURBO key once to activate Turbo fan speed. Turbo symbol will be shown. To disable Turbo 
fan speed and back to previous fan speed, press the Turbo key once again. If user presses the FAN 
button or QUIET button or turn off the unit, the turbo speed will be disabled. This speed is only valid 
during COOL and HEAT mode for selected models.

1.3 Automatic air swing
Press the SWING  button to activate the automatic air swing function.
 To distribute the air to a specific direction, press the SWING  button and wait until the louver 
move to the desired direction and press the button once again.

 Swing mode selection method (for cassette E model)
 Press SWING ( ) button for 4 seconds to enter field setting mode. While in field setting mode, it 
will only show SWING MODE ( ).
 Press temperature  and  button to select SWING MODE ( ) rotation from Swing Mode 1 to 
Swing Mode 3.
There are 3 different SWING MODE, which are:

Swing mode 1 Swing mode 2 Swing mode 3
SWING MODE will not activate unless SWING is activated. 
Swing is indicated by the logo: 
 If no mode changes within 4 seconds, unit will operate according to the selected SWING MODE ( ).

1.4 QUIET Fan Speed
 Press the QUIET key once to activate Quiet fan speed. QUIET symbol will be shown. To disable Quiet 
fan speed and back to previous fan speed, press the QUIET key again. If user presses the FAN button 
or TURBO button or turn off the unit, the quiet speed will be disabled. This speed is only valid during 
COOL and HEAT mode for selected models.

1.5 “ ” or “ ” Set Temperature Button 
 Press the temperature button and set the temperature of your choice by pressing “ ” or “ ” button 
once, temperature changes by 1°C or 1°F. The default temperature setting range is from 16°C to 30°C 
(60°F to 86°F). When the Option 20 - 30ºC is set, the temperature range limit is set to 20ºC to 30ºC 
(68°F to 86°F). Pressing both keys simultaneously will toggle the temperature setting between ºC 
and ºF. No temperature setting is allowed during FAN mode (No set temp display). There is no room 
temperature display.

1.6 SLEEP Function
 Press the SLEEP button to activate the sleep mode. SLEEP function is not available in DRY mode 
and FAN mode.

1.7 “ON TIMER” and “OFF TIMER”
 The unit has 2-event timer, namely Timer 1 and Timer 2, each event has an ON TIMER and an OFF 
TIMER. The key press activity for Timer ON and Timer OFF is shown on Table 1.1
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1.1 MODE Button
 Press the MODE button to switch operation from COOL, HEAT*, AUTO*, DRY*, FAN. Check the 
display to see in which mode the control is set. *HEAT, AUTO and DRY are available for selected 
models only.

1.2 TURBO Fan Speed
 Press the TURBO key once to activate Turbo fan speed. Turbo symbol will be shown. To disable Turbo 
fan speed and back to previous fan speed, press the Turbo key once again. If user presses the FAN 
button or QUIET button or turn off the unit, the turbo speed will be disabled. This speed is only valid 
during COOL and HEAT mode for selected models.

1.3 Automatic air swing
Press the SWING  button to activate the automatic air swing function.
 To distribute the air to a specific direction, press the SWING  button and wait until the louver 
move to the desired direction and press the button once again.

 Swing mode selection method (for cassette E model)
 Press SWING ( ) button for 4 seconds to enter field setting mode. While in field setting mode, it 
will only show SWING MODE ( ).
 Press temperature  and  button to select SWING MODE ( ) rotation from Swing Mode 1 to 
Swing Mode 3.
There are 3 different SWING MODE, which are:

Swing mode 1 Swing mode 2 Swing mode 3
SWING MODE will not activate unless SWING is activated. 
Swing is indicated by the logo: 
 If no mode changes within 4 seconds, unit will operate according to the selected SWING MODE ( ).

1.4 QUIET Fan Speed
 Press the QUIET key once to activate Quiet fan speed. QUIET symbol will be shown. To disable Quiet 
fan speed and back to previous fan speed, press the QUIET key again. If user presses the FAN button 
or TURBO button or turn off the unit, the quiet speed will be disabled. This speed is only valid during 
COOL and HEAT mode for selected models.

1.5 “ ” or “ ” Set Temperature Button 
 Press the temperature button and set the temperature of your choice by pressing “ ” or “ ” button 
once, temperature changes by 1°C or 1°F. The default temperature setting range is from 16°C to 30°C 
(60°F to 86°F). When the Option 20 - 30ºC is set, the temperature range limit is set to 20ºC to 30ºC 
(68°F to 86°F). Pressing both keys simultaneously will toggle the temperature setting between ºC 
and ºF. No temperature setting is allowed during FAN mode (No set temp display). There is no room 
temperature display.

1.6 SLEEP Function
 Press the SLEEP button to activate the sleep mode. SLEEP function is not available in DRY mode 
and FAN mode.

1.7 “ON TIMER” and “OFF TIMER”
 The unit has 2-event timer, namely Timer 1 and Timer 2, each event has an ON TIMER and an OFF 
TIMER. The key press activity for Timer ON and Timer OFF is shown on Table 1.1
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1.1 MODE Button
 Press the MODE button to switch operation from COOL, HEAT*, AUTO*, DRY*, FAN. Check the 
display to see in which mode the control is set. *HEAT, AUTO and DRY are available for selected 
models only.

1.2 TURBO Fan Speed
 Press the TURBO key once to activate Turbo fan speed. Turbo symbol will be shown. To disable Turbo 
fan speed and back to previous fan speed, press the Turbo key once again. If user presses the FAN 
button or QUIET button or turn off the unit, the turbo speed will be disabled. This speed is only valid 
during COOL and HEAT mode for selected models.

1.3 Automatic air swing
Press the SWING  button to activate the automatic air swing function.
 To distribute the air to a specific direction, press the SWING  button and wait until the louver 
move to the desired direction and press the button once again.

 Swing mode selection method (for cassette E model)
 Press SWING ( ) button for 4 seconds to enter field setting mode. While in field setting mode, it 
will only show SWING MODE ( ).
 Press temperature  and  button to select SWING MODE ( ) rotation from Swing Mode 1 to 
Swing Mode 3.
There are 3 different SWING MODE, which are:

Swing mode 1 Swing mode 2 Swing mode 3
SWING MODE will not activate unless SWING is activated. 
Swing is indicated by the logo: 
 If no mode changes within 4 seconds, unit will operate according to the selected SWING MODE ( ).

1.4 QUIET Fan Speed
 Press the QUIET key once to activate Quiet fan speed. QUIET symbol will be shown. To disable Quiet 
fan speed and back to previous fan speed, press the QUIET key again. If user presses the FAN button 
or TURBO button or turn off the unit, the quiet speed will be disabled. This speed is only valid during 
COOL and HEAT mode for selected models.

1.5 “ ” or “ ” Set Temperature Button 
 Press the temperature button and set the temperature of your choice by pressing “ ” or “ ” button 
once, temperature changes by 1°C or 1°F. The default temperature setting range is from 16°C to 30°C 
(60°F to 86°F). When the Option 20 - 30ºC is set, the temperature range limit is set to 20ºC to 30ºC 
(68°F to 86°F). Pressing both keys simultaneously will toggle the temperature setting between ºC 
and ºF. No temperature setting is allowed during FAN mode (No set temp display). There is no room 
temperature display.

1.6 SLEEP Function
 Press the SLEEP button to activate the sleep mode. SLEEP function is not available in DRY mode 
and FAN mode.

1.7 “ON TIMER” and “OFF TIMER”
 The unit has 2-event timer, namely Timer 1 and Timer 2, each event has an ON TIMER and an OFF 
TIMER. The key press activity for Timer ON and Timer OFF is shown on Table 1.1
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Keinuntatila 1              Keinuntatila 2               Keinuntatila 3  
SWING-toimintatila aktivoituu vain SWING-tilan aktivoinnilla. Tämä kuvake osoittaa Swing-toiminnon 
käytön: 
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1.1 MODE Button
 Press the MODE button to switch operation from COOL, HEAT*, AUTO*, DRY*, FAN. Check the 
display to see in which mode the control is set. *HEAT, AUTO and DRY are available for selected 
models only.

1.2 TURBO Fan Speed
 Press the TURBO key once to activate Turbo fan speed. Turbo symbol will be shown. To disable Turbo 
fan speed and back to previous fan speed, press the Turbo key once again. If user presses the FAN 
button or QUIET button or turn off the unit, the turbo speed will be disabled. This speed is only valid 
during COOL and HEAT mode for selected models.

1.3 Automatic air swing
Press the SWING  button to activate the automatic air swing function.
 To distribute the air to a specific direction, press the SWING  button and wait until the louver 
move to the desired direction and press the button once again.

 Swing mode selection method (for cassette E model)
 Press SWING ( ) button for 4 seconds to enter field setting mode. While in field setting mode, it 
will only show SWING MODE ( ).
 Press temperature  and  button to select SWING MODE ( ) rotation from Swing Mode 1 to 
Swing Mode 3.
There are 3 different SWING MODE, which are:

Swing mode 1 Swing mode 2 Swing mode 3
SWING MODE will not activate unless SWING is activated. 
Swing is indicated by the logo: 
 If no mode changes within 4 seconds, unit will operate according to the selected SWING MODE ( ).

1.4 QUIET Fan Speed
 Press the QUIET key once to activate Quiet fan speed. QUIET symbol will be shown. To disable Quiet 
fan speed and back to previous fan speed, press the QUIET key again. If user presses the FAN button 
or TURBO button or turn off the unit, the quiet speed will be disabled. This speed is only valid during 
COOL and HEAT mode for selected models.

1.5 “ ” or “ ” Set Temperature Button 
 Press the temperature button and set the temperature of your choice by pressing “ ” or “ ” button 
once, temperature changes by 1°C or 1°F. The default temperature setting range is from 16°C to 30°C 
(60°F to 86°F). When the Option 20 - 30ºC is set, the temperature range limit is set to 20ºC to 30ºC 
(68°F to 86°F). Pressing both keys simultaneously will toggle the temperature setting between ºC 
and ºF. No temperature setting is allowed during FAN mode (No set temp display). There is no room 
temperature display.

1.6 SLEEP Function
 Press the SLEEP button to activate the sleep mode. SLEEP function is not available in DRY mode 
and FAN mode.

1.7 “ON TIMER” and “OFF TIMER”
 The unit has 2-event timer, namely Timer 1 and Timer 2, each event has an ON TIMER and an OFF 
TIMER. The key press activity for Timer ON and Timer OFF is shown on Table 1.1
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1.1 MODE Button
 Press the MODE button to switch operation from COOL, HEAT*, AUTO*, DRY*, FAN. Check the 
display to see in which mode the control is set. *HEAT, AUTO and DRY are available for selected 
models only.

1.2 TURBO Fan Speed
 Press the TURBO key once to activate Turbo fan speed. Turbo symbol will be shown. To disable Turbo 
fan speed and back to previous fan speed, press the Turbo key once again. If user presses the FAN 
button or QUIET button or turn off the unit, the turbo speed will be disabled. This speed is only valid 
during COOL and HEAT mode for selected models.

1.3 Automatic air swing
Press the SWING  button to activate the automatic air swing function.
 To distribute the air to a specific direction, press the SWING  button and wait until the louver 
move to the desired direction and press the button once again.

 Swing mode selection method (for cassette E model)
 Press SWING ( ) button for 4 seconds to enter field setting mode. While in field setting mode, it 
will only show SWING MODE ( ).
 Press temperature  and  button to select SWING MODE ( ) rotation from Swing Mode 1 to 
Swing Mode 3.
There are 3 different SWING MODE, which are:

Swing mode 1 Swing mode 2 Swing mode 3
SWING MODE will not activate unless SWING is activated. 
Swing is indicated by the logo: 
 If no mode changes within 4 seconds, unit will operate according to the selected SWING MODE ( ).

1.4 QUIET Fan Speed
 Press the QUIET key once to activate Quiet fan speed. QUIET symbol will be shown. To disable Quiet 
fan speed and back to previous fan speed, press the QUIET key again. If user presses the FAN button 
or TURBO button or turn off the unit, the quiet speed will be disabled. This speed is only valid during 
COOL and HEAT mode for selected models.

1.5 “ ” or “ ” Set Temperature Button 
 Press the temperature button and set the temperature of your choice by pressing “ ” or “ ” button 
once, temperature changes by 1°C or 1°F. The default temperature setting range is from 16°C to 30°C 
(60°F to 86°F). When the Option 20 - 30ºC is set, the temperature range limit is set to 20ºC to 30ºC 
(68°F to 86°F). Pressing both keys simultaneously will toggle the temperature setting between ºC 
and ºF. No temperature setting is allowed during FAN mode (No set temp display). There is no room 
temperature display.

1.6 SLEEP Function
 Press the SLEEP button to activate the sleep mode. SLEEP function is not available in DRY mode 
and FAN mode.

1.7 “ON TIMER” and “OFF TIMER”
 The unit has 2-event timer, namely Timer 1 and Timer 2, each event has an ON TIMER and an OFF 
TIMER. The key press activity for Timer ON and Timer OFF is shown on Table 1.1
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1.4	 QUIET (Hiljainen)-puhallinnopeus
	 Aktivoi hiljainen puhallinnopeus painamalla QUIET-näppäintä kerran. QUIET-symboli näkyy näytössä. 

Lopeta hiljaisen puhallinnopeuden käyttö ja palauta aiempi puhallinnopeus painamalla QUIET-näppäintä 
uudelleen. Hiljainen toimintatila poistuu käytöstä, kun käyttäjä painaa FAN (puhallin)- tai TURBO-painiketta 
tai sammuttaa yksikön. Nopeus on käytettävissä vain jäähdytys- ja lämmitystoiminnassa tietyissä malleissa.

1.5	 ”

EN
G

LIS
H

1

1.1 MODE Button
 Press the MODE button to switch operation from COOL, HEAT*, AUTO*, DRY*, FAN. Check the 
display to see in which mode the control is set. *HEAT, AUTO and DRY are available for selected 
models only.

1.2 TURBO Fan Speed
 Press the TURBO key once to activate Turbo fan speed. Turbo symbol will be shown. To disable Turbo 
fan speed and back to previous fan speed, press the Turbo key once again. If user presses the FAN 
button or QUIET button or turn off the unit, the turbo speed will be disabled. This speed is only valid 
during COOL and HEAT mode for selected models.

1.3 Automatic air swing
Press the SWING  button to activate the automatic air swing function.
 To distribute the air to a specific direction, press the SWING  button and wait until the louver 
move to the desired direction and press the button once again.

 Swing mode selection method (for cassette E model)
 Press SWING ( ) button for 4 seconds to enter field setting mode. While in field setting mode, it 
will only show SWING MODE ( ).
 Press temperature  and  button to select SWING MODE ( ) rotation from Swing Mode 1 to 
Swing Mode 3.
There are 3 different SWING MODE, which are:

Swing mode 1 Swing mode 2 Swing mode 3
SWING MODE will not activate unless SWING is activated. 
Swing is indicated by the logo: 
 If no mode changes within 4 seconds, unit will operate according to the selected SWING MODE ( ).

1.4 QUIET Fan Speed
 Press the QUIET key once to activate Quiet fan speed. QUIET symbol will be shown. To disable Quiet 
fan speed and back to previous fan speed, press the QUIET key again. If user presses the FAN button 
or TURBO button or turn off the unit, the quiet speed will be disabled. This speed is only valid during 
COOL and HEAT mode for selected models.

1.5 “ ” or “ ” Set Temperature Button 
 Press the temperature button and set the temperature of your choice by pressing “ ” or “ ” button 
once, temperature changes by 1°C or 1°F. The default temperature setting range is from 16°C to 30°C 
(60°F to 86°F). When the Option 20 - 30ºC is set, the temperature range limit is set to 20ºC to 30ºC 
(68°F to 86°F). Pressing both keys simultaneously will toggle the temperature setting between ºC 
and ºF. No temperature setting is allowed during FAN mode (No set temp display). There is no room 
temperature display.

1.6 SLEEP Function
 Press the SLEEP button to activate the sleep mode. SLEEP function is not available in DRY mode 
and FAN mode.

1.7 “ON TIMER” and “OFF TIMER”
 The unit has 2-event timer, namely Timer 1 and Timer 2, each event has an ON TIMER and an OFF 
TIMER. The key press activity for Timer ON and Timer OFF is shown on Table 1.1
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1.1 MODE Button
 Press the MODE button to switch operation from COOL, HEAT*, AUTO*, DRY*, FAN. Check the 
display to see in which mode the control is set. *HEAT, AUTO and DRY are available for selected 
models only.

1.2 TURBO Fan Speed
 Press the TURBO key once to activate Turbo fan speed. Turbo symbol will be shown. To disable Turbo 
fan speed and back to previous fan speed, press the Turbo key once again. If user presses the FAN 
button or QUIET button or turn off the unit, the turbo speed will be disabled. This speed is only valid 
during COOL and HEAT mode for selected models.

1.3 Automatic air swing
Press the SWING  button to activate the automatic air swing function.
 To distribute the air to a specific direction, press the SWING  button and wait until the louver 
move to the desired direction and press the button once again.

 Swing mode selection method (for cassette E model)
 Press SWING ( ) button for 4 seconds to enter field setting mode. While in field setting mode, it 
will only show SWING MODE ( ).
 Press temperature  and  button to select SWING MODE ( ) rotation from Swing Mode 1 to 
Swing Mode 3.
There are 3 different SWING MODE, which are:

Swing mode 1 Swing mode 2 Swing mode 3
SWING MODE will not activate unless SWING is activated. 
Swing is indicated by the logo: 
 If no mode changes within 4 seconds, unit will operate according to the selected SWING MODE ( ).

1.4 QUIET Fan Speed
 Press the QUIET key once to activate Quiet fan speed. QUIET symbol will be shown. To disable Quiet 
fan speed and back to previous fan speed, press the QUIET key again. If user presses the FAN button 
or TURBO button or turn off the unit, the quiet speed will be disabled. This speed is only valid during 
COOL and HEAT mode for selected models.

1.5 “ ” or “ ” Set Temperature Button 
 Press the temperature button and set the temperature of your choice by pressing “ ” or “ ” button 
once, temperature changes by 1°C or 1°F. The default temperature setting range is from 16°C to 30°C 
(60°F to 86°F). When the Option 20 - 30ºC is set, the temperature range limit is set to 20ºC to 30ºC 
(68°F to 86°F). Pressing both keys simultaneously will toggle the temperature setting between ºC 
and ºF. No temperature setting is allowed during FAN mode (No set temp display). There is no room 
temperature display.

1.6 SLEEP Function
 Press the SLEEP button to activate the sleep mode. SLEEP function is not available in DRY mode 
and FAN mode.

1.7 “ON TIMER” and “OFF TIMER”
 The unit has 2-event timer, namely Timer 1 and Timer 2, each event has an ON TIMER and an OFF 
TIMER. The key press activity for Timer ON and Timer OFF is shown on Table 1.1

•
•

•

•

•

•

OPERATING INSTRUCTION

O
rig

in
al

 In
st

ru
ct

io
n

1-OM-SLM9-0312(0)SIESTA-EN.indd   1 5/10/12   3:16:59 PM

” lämpötilan asetuspainike
	 Aseta haluamasi lämpötila painikkeilla ”

EN
G

LIS
H

1

1.1 MODE Button
 Press the MODE button to switch operation from COOL, HEAT*, AUTO*, DRY*, FAN. Check the 
display to see in which mode the control is set. *HEAT, AUTO and DRY are available for selected 
models only.

1.2 TURBO Fan Speed
 Press the TURBO key once to activate Turbo fan speed. Turbo symbol will be shown. To disable Turbo 
fan speed and back to previous fan speed, press the Turbo key once again. If user presses the FAN 
button or QUIET button or turn off the unit, the turbo speed will be disabled. This speed is only valid 
during COOL and HEAT mode for selected models.

1.3 Automatic air swing
Press the SWING  button to activate the automatic air swing function.
 To distribute the air to a specific direction, press the SWING  button and wait until the louver 
move to the desired direction and press the button once again.

 Swing mode selection method (for cassette E model)
 Press SWING ( ) button for 4 seconds to enter field setting mode. While in field setting mode, it 
will only show SWING MODE ( ).
 Press temperature  and  button to select SWING MODE ( ) rotation from Swing Mode 1 to 
Swing Mode 3.
There are 3 different SWING MODE, which are:

Swing mode 1 Swing mode 2 Swing mode 3
SWING MODE will not activate unless SWING is activated. 
Swing is indicated by the logo: 
 If no mode changes within 4 seconds, unit will operate according to the selected SWING MODE ( ).

1.4 QUIET Fan Speed
 Press the QUIET key once to activate Quiet fan speed. QUIET symbol will be shown. To disable Quiet 
fan speed and back to previous fan speed, press the QUIET key again. If user presses the FAN button 
or TURBO button or turn off the unit, the quiet speed will be disabled. This speed is only valid during 
COOL and HEAT mode for selected models.

1.5 “ ” or “ ” Set Temperature Button 
 Press the temperature button and set the temperature of your choice by pressing “ ” or “ ” button 
once, temperature changes by 1°C or 1°F. The default temperature setting range is from 16°C to 30°C 
(60°F to 86°F). When the Option 20 - 30ºC is set, the temperature range limit is set to 20ºC to 30ºC 
(68°F to 86°F). Pressing both keys simultaneously will toggle the temperature setting between ºC 
and ºF. No temperature setting is allowed during FAN mode (No set temp display). There is no room 
temperature display.

1.6 SLEEP Function
 Press the SLEEP button to activate the sleep mode. SLEEP function is not available in DRY mode 
and FAN mode.

1.7 “ON TIMER” and “OFF TIMER”
 The unit has 2-event timer, namely Timer 1 and Timer 2, each event has an ON TIMER and an OFF 
TIMER. The key press activity for Timer ON and Timer OFF is shown on Table 1.1

•
•

•

•

•

•

OPERATING INSTRUCTION

O
rig

in
al

 In
st

ru
ct

io
n

1-OM-SLM9-0312(0)SIESTA-EN.indd   1 5/10/12   3:16:59 PM

” ja ”

EN
G

LIS
H

1

1.1 MODE Button
 Press the MODE button to switch operation from COOL, HEAT*, AUTO*, DRY*, FAN. Check the 
display to see in which mode the control is set. *HEAT, AUTO and DRY are available for selected 
models only.

1.2 TURBO Fan Speed
 Press the TURBO key once to activate Turbo fan speed. Turbo symbol will be shown. To disable Turbo 
fan speed and back to previous fan speed, press the Turbo key once again. If user presses the FAN 
button or QUIET button or turn off the unit, the turbo speed will be disabled. This speed is only valid 
during COOL and HEAT mode for selected models.

1.3 Automatic air swing
Press the SWING  button to activate the automatic air swing function.
 To distribute the air to a specific direction, press the SWING  button and wait until the louver 
move to the desired direction and press the button once again.

 Swing mode selection method (for cassette E model)
 Press SWING ( ) button for 4 seconds to enter field setting mode. While in field setting mode, it 
will only show SWING MODE ( ).
 Press temperature  and  button to select SWING MODE ( ) rotation from Swing Mode 1 to 
Swing Mode 3.
There are 3 different SWING MODE, which are:

Swing mode 1 Swing mode 2 Swing mode 3
SWING MODE will not activate unless SWING is activated. 
Swing is indicated by the logo: 
 If no mode changes within 4 seconds, unit will operate according to the selected SWING MODE ( ).

1.4 QUIET Fan Speed
 Press the QUIET key once to activate Quiet fan speed. QUIET symbol will be shown. To disable Quiet 
fan speed and back to previous fan speed, press the QUIET key again. If user presses the FAN button 
or TURBO button or turn off the unit, the quiet speed will be disabled. This speed is only valid during 
COOL and HEAT mode for selected models.

1.5 “ ” or “ ” Set Temperature Button 
 Press the temperature button and set the temperature of your choice by pressing “ ” or “ ” button 
once, temperature changes by 1°C or 1°F. The default temperature setting range is from 16°C to 30°C 
(60°F to 86°F). When the Option 20 - 30ºC is set, the temperature range limit is set to 20ºC to 30ºC 
(68°F to 86°F). Pressing both keys simultaneously will toggle the temperature setting between ºC 
and ºF. No temperature setting is allowed during FAN mode (No set temp display). There is no room 
temperature display.

1.6 SLEEP Function
 Press the SLEEP button to activate the sleep mode. SLEEP function is not available in DRY mode 
and FAN mode.

1.7 “ON TIMER” and “OFF TIMER”
 The unit has 2-event timer, namely Timer 1 and Timer 2, each event has an ON TIMER and an OFF 
TIMER. The key press activity for Timer ON and Timer OFF is shown on Table 1.1

•
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•

•

•

•
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”. Lämpötila muuttuu 1 °C joka painalluksella. Lämpötilan 
oletussäätöalue on 16–30 °C (60–86 °F). Jos valinta 20 - 30 °C on käytössä, säätöalue on 20–30 °C (68–86 °F). 
Molempien näppäinten painaminen samanaikaisesti vaihtaa lämpötila-asteikon °C ja °F välillä. FAN 
(puhallin)-toimintatilassa lämpötilan asetus ei ole sallittu (asetuslämpötila ei näy). Huoneenlämpötilalle ei 
ole näyttöä.

1.6	 SLEEP (yötoiminta)-tila
	 Aktivoi yötoimintatila painamalla SLEEP-painiketta. SLEEP (yötoiminta) ei ole käytettävissä DRY- 

(kosteudenpoisto) tai FAN-tilassa (puhallin).

1.7	 ON TIMER (ajastettu päällekytkentä) ja OFF TIMER (ajastettu poiskytkentä)
	 Yksikkö sisältää kahden toiminnon ajastimet, Timer 1 ja Timer 2, ja kullakin toiminnolla on ON TIMER 

(ajastettu päällekytkentä) ja OFF TIMER (ajastettu poiskytkentä) . Timer ON- ja Timer OFF -näppäinten 
painallusten toiminta on esitetty taulukossa 1.1
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Taulukko 1.1: Timer ON- ja Timer OFF -näppäimet (ajastin päälle/pois)

TIMER ON -NÄPPÄIN TIMER OFF -NÄPPÄIN

PÄÄLLE-ajastin 1 PÄÄLLE-ajastin 2 POIS-ajastin 1 POIS-ajastin 2

Ei käytössä Ei käytössä Ei käytössä Ei käytössä

Käytössä Ei käytössä Käytössä Ei käytössä

Ei käytössä Käytössä Ei käytössä Käytössä

Ajastimet ovat toiminnoilla liipaistavia, ja ne voidaan ohittaa ON/OFF-painikkeella sekä Override (ohitus)-
toiminnolla.

Toiminnon 1 ja 2 ajastimien asetus
Toimenpiteet Timer ON- (ajastettu päällekytkentä) ja Timer OFF (ajastettu poiskytkentä)-toiminnoille 
ovat samat.
1.	 Siirry ajastimen asetustilaan pitämällä Timer ON/OFF näppäintä painettuna 3 sekunnin ajan. 

(ON 1- tai OFF 1 -kuvake vilkkuu)
2.	 Valitse ylös- tai alas-nuolinäppäimillä asetettava ajastin Timer 1 tai Timer 2. 

(Vilkkuva numero 1 osoittaa, että ajastin 1 on valittu, ja vilkkuva 2 vastaavasti ajastimen 2)
3.	 Vahvista painamalla uudelleen Timer ON/OFF -näppäintä. (Viikonpäivä vilkkuu seuraavaksi)
4.	 Valitse päivä ylä- ja alanuolinäppäimillä.
5.	 Vahvista päivä painamalla uudelleen Timer ON/OFF -näppäintä. (Tunnit vilkkuvat seuraavaksi)
6.	 Valitse tuntiarvo ylä- ja alanuolinäppäimillä.
7.	 Vahvista tuntiarvo painamalla uudelleen Timer ON/OFF -näppäintä. (Minuutit vilkkuvat seuraavaksi)
8.	 Valitse minuuttiarvo ylä- ja alanuolinäppäimillä.
9.	 Vahvista minuuttiarvo painamalla uudelleen Timer ON/OFF -näppäintä.

Ajastimien toiminta (Timer 1 ON tai Timer 1 OFF tai Timer 2 ON tai Timer 2 OFF) määritetään erikseen 
7 vaiheen jälkeen. Jos mitään näppäintä ei paineta 5 sekuntiin ajastimen asetuksen aikana, asetustila 
loppuu automaattisesti eikä muutoksia tallennu.

ON/OFF-ajastin tarkistaa toiminnan minuutin välein.

Arvoja ON TIMER ja OFF TIMER ei pidä asettaa samoiksi. Muussa tapauksessa toiminta määräytyy 
prioriteetin mukaisesti kuten taulukossa 1.2 on esitetty.

Esimerkki:
ON TMR 2 -asetukset: PÄIVÄ – TUE, KELLONAIKA – 5.00 pm
OFF TMR 1 -asetukset: PÄIVÄ – TUE, KELLONAIKA – 5.00 pm
Tulos, kun reaaliaikakello on 5.00 pm, TUE (tiistaina):
	 -	 jos yksikkö on toiminnassa, ei muutoksia.
	 -	 jos yksikkö on pois päältä, yksikkö kytkeytyy päälle.

Taulukko 1.2: Ajastimen prioriteetti

Prioriteetti Ajastin

1 (korkein) ONTMR 2

2 OFFTMR 2

3 ONTMR 1

4 (matalin) OFFTMR 1

Infrapunaohjaimen (IR) signaalin vastaanoton yhteydessä kauko-ohjaimen komennot ohittavat ON TIMER 2- 
ja OFF TIMER 2 -asetukset.
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1.8	 DELAY TIMER (viiveajastin)
	 Painamalla DELAY TIMER -näppäintä kerran saadaan käyttöön 1 tunnin viiveajastintoiminto. Näytössä on 

teksti OVERRIDE. Painamalla näppäintä uudelleen viive kasvaa 2 tuntiin. Näytössä on teksti OVERRIDE. 
Seuraava painallus poistaa viiveajastimen käytöstä. Kun viiveajastimen toiminto päättyy, näytössä on teksti 
OFF. Muiden ajastimien toiminta jatkuu.

1.9	 FAN (puhallinnopeus)
	 Puhallinnopeutta voidaan muuttaa FAN-näppäimellä:
		  Alhainen > Keskisuuri > Suuri > Auto >
		  *Puhallinnopeutta ei voi säätää DRY-tilassa (kosteudenpoisto).

1.10	 ON/OFF-painike (päälle/pois)
	 Toiminnan käynnistäminen: 

-	 Paina ON/OFF-painiketta, jolloin LCD-näyttöön syttyy kaikki tekstit ja symbolit, ja yksikkö käynnistyy.
	 Toiminnan lopettaminen:
	 -	 Paina ON/OFF-painiketta, jolloin LCD-näytössä näkyy ainoastaan kellonaika, ja yksikkö sammuu.

1.11	 Virran kytkentäasetukset
	 Yksikkö käynnistyy emolevyn edellisiin asetuksiin virran kytkennän yhteydessä. Yksikkö käyttää 

oletusasetuksia, jos asetustietoja ei ole käytettävissä. Oletusasetukset ovat:
	 Yksikkö:		  Pois päältä
	 Tila:			   Jäähdytys
	 Puhaltimen nopeus:	 Suuri
	 RTC:			   12:00AM, MONDAY (maanantai)
	 Keinunta:		  Pois päältä
	 Keinunnan tila:		 Vakio
	 Ajastimet:		  Ei käytössä
	 Turbo:			   Ei käytössä
	 Quiet (hiljainen):	 Pois päältä
	 Sleep (yötoiminto):	 Pois päältä
	 Override (ohitus):	 Ei käytössä

1.12	 Reaaliaikakellon (RTC) näyttö
	 Kellon näyttö näkyy näytöllä, kun yksikön virta on päällä tai pois, paitsi sähkökatkoksen ja virhekoodin 

yhteydessä.
	 RTC-kellon asetus

1.	 Kellonäppäimen painallus aktivoi asetustilan. (Viikonpäivä vilkkuu)
2.	 Valitse päivä ylä- ja alanuolinäppäimillä.
3.	 Vahvista päivä painamalla kellonäppäintä uudelleen. (Tunnit vilkkuvat seuraavaksi)
4.	 Valitse tuntiarvo ylä- ja alanuolinäppäimillä.
5.	 Vahvista tuntiarvo painamalla kellonäppäintä uudelleen. (Minuutit vilkkuvat seuraavaksi)
6.	 Valitse minuuttiarvo ylä- ja alanuolinäppäimillä.
7.	 Vahvista minuuttiarvo painamalla kellonäppäintä uudelleen.
Kellonaika tallentuu vasta kaikkien 7 vaiheen jälkeen. Jos asetusten aikana ei paineta mitään näppäintä 
5 sekunnin kuluessa, asetustila päättyy automaattisesti eivätkä muutokset tallennu.

1.13	 Näppäinlukitus
	 Näppäinlukitus estää asetusten muutokset. Pidä sekä TURBO- että QUIET-näppäimiä painettuna 5 sekunnin 

ajan, niin näppäinlukitus tulee käyttöön / poistuu käytöstä, ja näytöllä näkyy teksti ”KEYLOCK”. Kun 
näppäinlukitus on käytössä, vain näppäimiä ON/OFF, TURBO ja QUIET (lukituksen poistamista varten) 
voidaan käyttää.
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1.14	 Paristovarmennus
	 Kellolla ja 7 päivän ohjelmoitavan ajastimen asetuksilla on paristovarmennus 

sähkökatkoksen varalta vähintään kuukauden ajaksi pariston vaihdon jälkeen. Jollei 
yksikössä ole paristovarmennusta, oletusasetuksena virran kytkeytymisen yhteydessä on 
12:00 am maanantaina ja ajastimien asetukset tyhjät.

1.15	 Virheen osoitus
	 Jos yksikkö havaitsee poikkeavan tilanteen, näytössä näkyy virhekoodi. Virhekoodin 

näytössä käytetään kellonajan segmenttejä (vilkkuvat), joten virheen yhteydessä 
kellonaika ei näy vaan virhekoodi. Virhekoodin muoto on seuraava:

	
DX-virhekoodi

Häiriön kuvaus
Huoneanturipiirin katkos tai oikosulku E1
Sisäyksikön kierukan anturipiirin katkos E2
Ulkoyksikön kierukan anturipiirin katkos E3
Kompressorin ylikuorma / sisäyksikön kierukan anturipiirin oikosulku / ulkoyksikön kierukan anturipiirin oikosulku E4
Kaasuvuoto E5
Vesipumppuvika E6
Ulkoyksikön kierukan anturin tunnistus (MS-malli) E7
Laitteistovirhe (Tact-kytkimen nastan oikosulku) E8
Sisäyksikön puhaltimen takaisinkytkentävirhe E9
EEPROM-virhe EE

CW-virhekoodi
Häiriön kuvaus

Huoneanturipiirin katkos tai oikosulku E1
Putkistoveden anturipiirin katkos tai oikosulku E2
Putkistoveden lämpötila väärä E4
Putkistoveden lämpötila väärä/vika E5
Vesipumppuvirhe E6
Laitteistovirhe (Tact-kytkimen nastan oikosulku) E8
Sisäyksikön puhaltimen takaisinkytkentävirhe E9

Vikadiagnostiikka (vain invertterille)
Jos poikkeava tila on havaittu, ARCWB langallinen ohjain vilkuttaa virhekoodin

VIRHEKOODI Merkitys

00 NORMAALI
A1 SISÄYKSIKÖN PIIRILEVYVIKA
A3 KONDENSSIVESIPUMPUN HÄIRIÖ
A5 JÄÄTYMISEN ESTO (JÄÄHDYTYS) / LÄMMÖNVAIHTIMEN YLIKUUMENTUMINEN (LÄMMITYS)
A6 SISÄYKSIKÖN PUHALLINMOOTTORIN HÄIRIÖ
AH SÄHKÖISEN ILMANPUHDISTIMEN HÄIRIÖ
C4 SISÄYKSIKÖN LÄMMÖNVAIHTIMEN (1) TERMISTORIN OIKOSULKU/KATKOS
C5 SISÄYKSIKÖN LÄMMÖNVAIHTIMEN (2) TERMISTORIN OIKOSULKU/KATKOS
C7 SÄLEIKÖN RAJOITINKYTKIMEN VIKA
C9 SISÄYKSIKÖN TERMISTORIN OIKOSULKU/KATKOS
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VIRHEKOODI Merkitys

E1 ULKOYKSIKÖN PIIRILEVYVIKA
E3 YLIPAINESUOJA
E4 PIENPAINESUOJA
E5 KOMPRESSORIN MOOTTORIN LUKITUS / KOMPRESSORIN YLIKUORMA
E6 KOMPRESSORIN KÄYNNISTYSVIKA
E7 ULKOYKSIKÖN TASAVIRTAMOOTTORIN LUKITUS
E8 AC-TULON YLIVIRTA
E9 EXV VIKA
EA 4-TIEVENTTIILIN VIKA
F3 KUUMAKAASUPUTKEN YLIKUUMENEMINEN
F6 LÄMMÖNVAIHTIMEN YLIKUUMENEMINEN
HO KOMPRESSORIN ANTURIJÄRJESTELMÄN VIKA
H3 SUURPAINEKYTKINVIKA
H6 KOMPRESSORIN TAKAISINKYTKENNÄN TUNNISTUSHÄIRIÖ
H7 PUHALLINMOOTTORIN YLIKUORMA / YLIVIRTA/ANTURIHÄIRIÖ
H8 AC-VIRTA-ANTURIN HÄIRIÖ
H9 ULKOYKSIKÖN TERMISTORIN OIKOSULKU/KATKOS
J1 PAINEANTURIVIKA
J3 KOMPRESSORIN KUUMAKAASUPUTKEN TERMISTORIN OIKOSULKU/KATKOS / VÄÄRÄSSÄ PAIKASSA
J5 IMUPUTKEN TERMISTORIN OIKOSULKU/KATKOS
J6 ULKOYKSIKÖN LÄMMÖNVAIHTIMEN TERMISTORIN OIKOSULKU/KATKOS
J7 ALIJÄÄHDYTYKSEN LÄMMÖNVAIHTIMEN TERMISTORIN OIKOSULKU/KATKOS
J8 NESTEPUTKEN TERMISTORIN OIKOSULKU/KATKOS
J9 KAASUPUTKEN TERMISTORIN OIKOSULKU/KATKOS
L1 ULKOYKSIKÖN INVERTTERIN PIIRILEVYVIKA
L3 ULKOYKSIKÖN OHJAUSRASIAN YLIKUUMENEMINEN
L4 LÄMPÖNIELUN YLIKUUMENEMINEN
L5 IPM/IGBT VIKA
L8 KOMPRESSORIN INVERTTERIN YLIKUUMENEMINEN
L9 KOMPRESSORIN YLIVIRRANESTO
LC TIEDONSIIRTOVIKA (ULKOYKSIKÖN PIIRILEVY JA INVERTTERIN PIIRILEVY)
P1 VAIHEKATKOS TAI JÄNNITTEEN EPÄTASAPAINO
P4 LÄMPÖNIELUN TERMISTORIN OIKOSULKU/KATKOS
PJ TEHOASETUKSEN VIRHE
U0 KAASU EI RIITÄ
U2 TASAJÄNNITE SALLITUN ALUEEN ULKOPUOLELLA
U4 TIEDONSIIRTOVIRHE
U7 TIEDONSIIRTOVIRHE (ULKOYKSIKÖN PIIRILEVY JA IPM PIIRILEVY)
UA ASENNUSVIRHE
UF PUTKITUS JA JOHDOTUS EI VASTAA TOISIAAN / VÄÄRÄ JOHDOTUS / RIITTÄMÄTÖN KAASUMÄÄRÄ
UH JÄÄTYMISEN ESTO (MUUT TILAT)
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2.0	 LAITTEISTON ASETUKSET
	 Yksikössä on 2 hyppylankavaihtoehtoa piirilevyn toiminnan ohjaamiseksi.
	 Taulukko 2.0: Laitteiston asetusten yhteenveto

VAIHTOEHTO Hyppylangalla Ilman hyppylankaa

Asetuslämpötilan alue Asetusalue 20–30 °C Asetusalue 16–30 °C (oletusarvo)

TURBO_QUIET
Poista käytöstä puhaltimen turbonopeus  

ja hiljainen nopeus (oletusarvo)
Ota käyttöön puhaltimen turbonopeus  

ja hiljainen nopeus
	
	 * Koskee vain malleja, joissa on yhdysrakenteiset Turbo- ja Quiet-ominaisuudet.

3.0	 ASENNUS

3.1	 Tarvikkeet
Tämän oppaan mukana toimitetaan seuraavat tarvikkeet. Jos jokin osa puuttuu, ota viipymättä yhteyttä 
jälleenmyyjään.

1.	 Kauko-ohjain
2.	 Puuruuvit (2 kpl) ja koneruuvit (2 kpl)
3.	 Käyttöohje
4.	 Paristo

3.2	 Vaiheittaiset ohjeet
I.	 Avaa ohjaimen yläosan kynsiliitos ja sitten alaosan kynsiliitos. Irrota ohjaimen päälliosa pohjasta.
II.	 Kiinnitä pohjaosa seinään kahdella mukana tulevalla ruuvilla. Vie liitäntäjohto pohjan yläosan keskeltä  
	 läpi kuvan mukaisesti.
III.	 Napsauta päälliosa ensin alaosasta paikalleen ja sitten yläosasta.
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2.0 HARDWARE SETTING
The unit has 2 jumpers option to control the board function.

Table 2.0: Summary of Hardware Settings

OPTION With Jumper Without Jumper

Set Temp. Range Set temp. range from 20°C – 30°C Set temp. range from 16°C – 30°C
(Default)

TURBO_QUIET Disable turbo and quiet fan speed
(Default) Enable turbo and quiet fan speed

* Only applicable to model with built in Turbo or Quiet features.

3.0 INSTALLATION

3.1 Accessories
 The following accessories are included together with this manual. If any part is missing, contact your 
dealer immediately.

Remote controller
Wooden screw (2 pieces) & machine screw (2 pieces)
Instruction manual
Battery

3.2 Step-by-step guide
 Open the clip on the top of the controller first follow by the bottom clip. Remove the top case of 
the controller from the bottom case.
 Fix the bottom case to the wall with the 2 screw provided. Then insert the connection wire through 
the slot on the upper center case as shown.
Insert back the bottom clip first then snap the upper part shut.

MODE

TURBO

SWING

QUIET
DELAY TIMER TIMER

TIMER

SLEEP

FAN

ON / OFF

LCD Remote 
(Top case)

Connection 
wires

2 x Wooden 
screw LCD Remote 

(Bottom case)

1.
2.
3.
4.

I.

II.

III.
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Näytöllinen ohjain 
(päälliosa)

Liitäntäjohdot

Näytöllinen ohjain 
(pohja)

2 x puuruuvi
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In the event that there is any confl ict in the interpretation of this manual and any translation of 
the same in any language, the English version of this manual shall prevail.

The manufacturer reserves the right to revise any of the specifi cation and design contain herein 
at any time without prior notifi cation.

En cas de désaccord sur l’interprétation de ce manuel ou une de ses traductions, la version 
anglaise fera autorité.

Le fabriquant se réserve le droit de modifi er à tout moment et sans préavis la conception et les 
caractéristiques techniques des appareils présentés dans ce manuel.

Im Falle einer widersprüchlichen Auslegung der vorliegenden Anleitung bzw. einer ihrer 
Übersetzungen gilt die Ausführung in Englisch.

Änderungen von Design und technischen Merkmalen der in dieser Anleitung beschriebenen 
Geräte bleiben dem Hersteller jederzeit vorbehalten.

In het geval dat een versie van deze handleiding in vertaling anders kan worden geïnterpreteerd 
dan de Engelse versie, geldt de Engelse versie.

De fabrikant behoudt zich het recht voor specifi caties en ontwerpkenmerken die in dezes worden 
vermeld, te allen tijde te herzien zonder voorafgaande kennisgeving.

En caso de confl icto en la interpretación de este manual, y en su traducción a cualquier idioma, 
prevalecerá la versión inglesa.

El fabricante se reserva el derecho a modifi car cualquiera de las especifi caciones y diseños 
contenidos en el presente manual en cualquier momento y sin notifi cación previa.

В случае противоречия перевода данного руководства с другими переводами одного и 
того же текста, английский вариант рассматривается как приоритетный. 

Завод-изготовитель оставляет за собой право изменять характеристики и конструкцию 
в любое время без предварительного уведомления.

Bu k›lavuzun anlafl›lmas›nda bir çat›flma oldu¤unda ve farkl› dillerdeki tercümeler farkl›l›k 
gösterdi¤inde, bu k›lavuzun ‹ngilizce sürümü üstün tutulacakt›r.

Üretici burada bulunan herhangi teknik özellikleri ve tasar›mlar› herhangi bir zamanda ve 
önceden haber vermeden de¤ifltirme hakk›n› sakl› tutar.

Σε περίπτωση διαφορών μεταξύ του εγχειριδίου αυτού και τυχόν μετάφρασής του σε οποιαδήποτε 
γλώσσα, υπερισχύει η Αγγλική έκδοση αυτού του εγχειριδίου. 

Ο κατασκευαστής διατηρεί το δικαίωμα αναθεώρησης των προδιαγραφών και σχεδίων που 
περιέχονται στο παρόν οποιαδήποτε στιγμή χωρίς προηγούμενη ειδοποίηση.

A versão em inglês do Manual prevalecerá na eventualidade de qualquer confl ito na interpretação 
deste Manual e de qualquer tradução do mesmo.

O fabricante reserva-se o direito de rever qualquer uma das especifi cações e concepção/design 
aqui contido a qualquer altura sem aviso prévio.
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•	 Mikäli tämän oppaan tulkinnassa on jotain ristiriitaisuuksia, oppaan englanninkielinen versio on 
määräävä. 

•	 Valmistaja pidättää oikeuden tietojen ja rakenteen muutoksiin ilman ennakkoilmoitusta.
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γλώσσα, υπερισχύει η Αγγλική έκδοση αυτού του εγχειριδίου. 

Ο κατασκευαστής διατηρεί το δικαίωμα αναθεώρησης των προδιαγραφών και σχεδίων που 
περιέχονται στο παρόν οποιαδήποτε στιγμή χωρίς προηγούμενη ειδοποίηση.

A versão em inglês do Manual prevalecerá na eventualidade de qualquer confl ito na interpretação 
deste Manual e de qualquer tradução do mesmo.

O fabricante reserva-se o direito de rever qualquer uma das especifi cações e concepção/design 
aqui contido a qualquer altura sem aviso prévio.
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